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Preface 


Manufactured in Korea with the finest quality and the highest 
standard, the KCI Magazine is the world's famous ammunition 
magazine. 
KCI, which has been around for over twenty-five years, has 
designed a magazine that exceeds NATO Military 
Specification. It is capable of being pre-loaded and stored 
indefinitely with a full 100 around capacity. In addition, it 
obtains the capacity to be reloaded and reused repeatedly 
with an estimated lifecycle of more than 50, 000 rounds. 
KCI Magazine provides equal distribution of the ammunition 
in each of the twin-drums. Rounds are fed alternately from 
each drum through the feed clip into the weapon, resulting in 
a fixed center of gravity during fire. 
Our KCI Magazine has a uniquerotation device and low 
torsion stress springs that are installed in the weapon like 


the standard issue magazine. 


KCI AR15 100RD MAG 5.56MM 


Technical Data 


AMMUNITION: 
NATO standard 5.56mm, .223 caliber 


CAPACITY: Variable, 1 - 100 rounds 


FEED RATE: 
Variable, up to 1,500 rounds/minute 


DIMENSIONS: 
Inches - 9.85 x 4.60 x 3.13 
Millimeters-250 x 117 x 79.5 


WEIGHT: 2.2Ibs / 1 kg unloaded 


LOADED WEIGHT: Unknown 


MATERIALS: 


Filled thermoplastic; Non-corrosive steel; alloy 


Description 


The KCI AR15 100Rd MAG consists of two main 
component assemblies: 


¢ Double Drum Housing 
¢ Feed Clip Assembly 


LOADING 


*KCIAR15 100Rd MAG loads andfunctions similar to a 
standard issue magazine. 


+ Live cartridges are loaded by pressing into the feed 
clip located on top of the spacer round assembly. 
Cartridges automatically feed alternately into each 
drum, e.g. right then left. There is no need for 
additional procedures. 


* Magazine does not need to be completely emptied to 
be reloaded and remains working at all times. 


* Load with the Personal Loader 


KCI AR 15 100Rd LoadingAction 


*Left side of the feed clip loads into the left drum 


*Right side of the feel clip loads into the right drum 


Use of the Personal Loader 


The Personal Loader utilizes loose or bulk ammunition. 


Componerts: 


* Housing 
Fits over the feed clip of 


the KCI AR 15 100 Rd 
MAG. 

* Plunger 

Raise the plunger and 
insert 5 rounds into the 
side opening of the 
housing, push down 


plunger to load the 
rounds into the KCI AR 
15 100 Rd MAG. 


CAUTION: DO NOT FORCE LOADING! 


Use of the Speed Loader 


The Speed Loader uses 10 round ammunition clips for quick 
loading. 


Components: 


* Housing 
Fits over the feed clip of the 
KCI AR 15 100 Rd MAG. 


* Plunger 


Remove the plunge. Insert 10 
round clip, then use plunger 


to load ammunition into the 
KCI AR 15 100 Rd MAG. 


| CAUTION: DO NOT FORCE LOADING! 


| CAUTION 


During use in sand environment: 


* BOLT is kept CLOSED when KCI AR15 100Rd MAG 
is in the weapon 


* Dust cover must be on the feed clip when KCI 
AR15 100Rd MAG is not in the weapon 


* Keep KCI AR15 100Rd MAG in its pouch when 
not in use 


DISSASSEMBLY OF 
THE KCI AR 15 100Rd MAG 


Disassembly for cleaning: 
* Take empty KCI AR15 100Rd MAG and remove clip 
assembly 
oRemove clip screws, begin with the front screw on the 
drum side then the back screw on the cover side 
oTurn the KCI AR15 100Rd MAG over and remove the 
clip strap as well as the feed clip assembly 


oFrom the feed clip, remove the linked spacer round 
string set 


* Remove the cover set 
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Cleaning - once disassembled as directed above: 


* For dirt, sand gravel and of the kind: 


Use soft cloth, flush with clean water, or compressed air 


’ © For mud, sand, silt and of the kind: 


Soak in water (with detergent if desired) to saturate 


deposits and flush with clean water 


* Seawater salt deposits: 


Soak in water (with detergent if desired) to saturate 


deposits and flush with clean water 
* Oil, grease, and of the kind: 
Use rubbing alcohol or acetone. Use detergent and flush 


with clean water if necessary. 
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Disassembly to clear blockages: 


« Remove clip assembly 
o Hold down clip assembly as the screws and clip strap 
are removed. The front screw on the drum side should 
be removed FIRST. 
o Check for blockage 
« KCIAR15 100Rd MAG should be pointed away from any 
human contact and control release of rounds by holding the 
clip down. 
+ Remove the cover set 
o Be sure to be CAUTIOUS of accidental release of 
rounds and point away from any human contact! 
o Remove screws and cover 
o Dislodge ammunition by slowly rotating the drive gear. 
o If necessary shake drum assembly. Be SURE the drive 
mechanism does NOT snap back into place 


* Check for damaged parts 
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KCI AR15 100Rd MAG may be covered under the 
manufacturer warranty. 


Send warranty covered repairs to: 

KCI, Inc. 

ADDRESS:143-1Ogeum Ri Tanhyeon Mean Paju-city 
Gyeonggi-Do, Korea 


13 


ASSEMBLY OF 


THE KCI AR15 100Rd MAG 


=a 
'oo 


* BEFORE assembling, be sure to inspect all parts 


* Tightly attach the place covers on the drum assembly 
o Load the feed clip which holds two linked spacer 


round strings. 


o Overturn the feed clip with the legs pointing upward. 


o Vertically align the string sets and nest together. 
Linked spacer round sting sets do not separate or 


come apart. 
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Ase, ous CU 


o Lower the assembled string set into the feed clip. 


= | 


KC] AR15 100Rd MAG will NOT load if the linked string 
sets are on top of each other! 
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* Attach the feed clip to the drum housing 

o Overturn both the double drum housing and the 
feed clip assembly. 

o Slide the feed clip assembly into the drum 
housing. 

o Add the clip strap. 

o Attach the back screw over the cover FIRST. 

o While holding down the feed clip assembly, turn 
it over and attach screws. 

o De - press spacer rounds to check for any 
movement. 

o For lubrication, graphite may be added to the top 
of the string sets. 


o Assembly is complete 
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For further information contact: 


ACK 
KYUNG CHANG 


Phone: + 82-31-949-9360/3 
Fax: +82-31-949-4367 


